BUILDING CONNECTIONS

ESCUTCHEONS

ROUND ESCUTCHEON PLATE

BUILDING CONNECTIONS

MEASUREMENTS AVAILABLE LETTERING OPTIONS MATERIAL/FINISH
Pipe Pump Standpipe & Brass Aluminum
size Inside Outside Automatic Dry Test Automatic | Wall Chrome] Red Weight
(Inches) | diameter | diameter [Thickness | Sprinkler [Standpipe|Hydrant|Conn. | Standpipe| Sprinkler |Hydrants [Polished|Rough|Satin|-plated| urethane | (Lbs.) | MODEL
1 1%/16 3 /32 s s 589-1.5
2'/2 2%/6a 4[5 %16 s he | 589-2.5 12-26
4 416 10°% 6 s o o o o o o o s 1 590-4-A
416 10°% 16 s o o o o o o o o s | o 3'/s | 590-4-B
6 6'"/16 12 *s . o o o o o o s 2'/s |590-6-A
6'"/16 12 *s . o o o . . o o s | o 6’/s |590-6-B
Key s = standard o = option

RECTANGULAR ESCUTCHEON PLATE

MEASUREMENTS AVAILABLE LETTERING OPTIONS MATERIAL
(Inches) Auto- Auto- Dry Pump Wall Cast Cast |Polished |Polished |Weight
Length |Width [Sprinkler|Sprk/Stdp |Standpipe | Test |Sprinkler |Standpipe |Hydrant | Aluminum |Brass | Brass Chrome | (Lbs.) MODEL
1'% 4'f o s 3 591-A
1'% 4/, o s 25/s 591-B
1'% 4/ o s 3 592-A
1'% 4/ o S 2%/s 592-B
Key s = standard o = option

ADDITIONAL INFORMATION
Caps and plugs are available on page 11-1.
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